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SHEET NO. DESCRIPTION ‘ " SYMBOL DESCRIPTION
BM-01. South-Southwest flange bolt on fire 633.44
1 TITLE SHEET, LOCATION MAP hydrant at 1955 Balmoral Avenue - o EXISTING POWER POLE
2 I O S L ar NCHMARKS, BM-02. South-Southwest flange bolt on fire 633,44 A EXISTING GAS VALVE
Rt hydrant at 1933 Balmoral Avenue l A EXISTING STREET LIGHT
GENERAL NOTES y ) e EXISTING WATER MAIN BUFFALO BOX
ITIES BM-03. Northwest flange bolt on fire 630.89
SUMMARY OF QUANTITIE hydrant at Northwest corner of Bond Street : o EXISTING FIRE HYDRANT
TYPICAL CROSS SECTIONS
BM-04. Northwest flange bolt on fire ] EXISTING WATER MAIN VALVE VAULT
67 ALIGNMENT AND TIES . 632.02 -
hydrant at Northwest corner of Oxford Street © EXISTING MANHOLE
8-9 MAINTENANCE OF TRAFFIC PLAN
BM-05. Northwest flange bolt on fire - EXISTING INLET
10-15 PAVING PLAN AND PROFILE -05.
1 ROADWAY DETAILS hydrant at Northwest corner of Kent Street 631.76 O EXISTING CATCH BASIN
BMOG. S ; . ¢ EXISTING TREE
g -06. theast flange bolt on fire PR
17-22 DRAINAGE AND UTILITIES PLAN AND PROFILE N ;:ranta:t So:?hwest cgr r:er of Wight Strest 630.46 =] EXISTING BITUMINOUS GONCRETE AREA
23-24 DRAINAGE AND UTILITIES DETAILS -
EXISTING CONCRETE AREA
25 EROSION CONTROL PLAN
EXISTING GRASS AREA
26 SIGNING LEGEND AND NOTES
‘ EXISTING STONE OR GRAVEL AREA
27 PAVEMENT MARKING AND SIGNING PLAN
EXISTING STORM SEWER
28 ASPHALT AND LANDSCAPING PLAN
EXISTING SANITARY SEWER
29 DISTRICT ONE TYPICAL PAVEMENT MARKINGS
A EXISTING ELECTRIC LINE
30 TRAFFIC CONTROL AND PROTECTION FOR SIDEROADS,
INTERSECTIONS, AND DRIVEWAYS — G EXISTING GAS LINE
3 BUTTJOINTS AND HMA TAPER DETAILS e | T b EXISTING TELEPHONE LINE
32-36 STATION CROSS SECTIONS AW EXISTING WATER MAIN
e —— EXISTING CURB AND GUTTER
e e e EXISTING RIGHT OF WAY
B EXISTING STRUCTURE TO BE REMOVED
@ EXISTING STRUCTURE TO BE FILLED
EXISTING CURB AND GUTTER TO BE REMOVED
EXISTING BITUMINOUS SURFACE TO BE REMOVED
L/7_/ B’;/i Z] EXISTING BITUMINOUS AREA TO BE REMOVED
v ) EXISTING CONCRETE AREA TO BE REMOVED
e PROPOSED SANITARY SEWER
1.D.O.T. STANDARD DRAWINGS B G PROPOSED STORM SEWER
(0] PROPOSED MANHOLE
STANDARD NO. TITLE OR DESCRIPTION
e - PROPOSED INLET
000001-05 STANDARD SYMBOLS, ABBREVIATIONS AND PATTERNS ° PROPOSED CATCH BASIN
280001-0* TEMPORARY EROSION CONTROL SYSTEMS
424001-05 CURB RAMPS FOR SIDEWALKS A STRUCTURE TO BE ADJUSTED
602601-01 PRECAST REINFORCED CONCRETE FLAT SLAB TOP 1c TYPE 1 FRAME & CLOSED LID
701501-0 4 URBAN LANE CLOSURE, 2 L, 2 W, UNDIVIDED 1P TYPE 1 FRAME & OPEN LID
701701-0.5 URBAN LANE CLOSURE, MULTILANE INTERSECTION RC RECONSTRUCT EXISTING STRUCTURE
701801-03 LANE CLOSURE, MULTILANE, 1 W OR 2 W CROSSWALK -
OR SIDEWALK CLOSURE PROPOSED DIRECTION OF FLOW
e90l TRAFFIC CONTROL DEVICES PROPOSED SUMMIT
720001 SIGN PANEL MOUNTING DETAILS PROPOSED HOT-MIX ASPHALT AREA
720006-01 SIGN PANEL ERECTION DETAILS PROPOSED CONCRETE AREA
720011 METAL POSTS FOR SIGNS, MARKERS, AND DELINEATORS PROPOSED GRASS AREA
729001 APPLICATIONS OF TYPES A AND B METAL POSTS
PROPOSED COMBINATION CONCRETE
(FOR SIGNS AND MARKERS) CURB & GUTTER, TYPE B-6.12
780001-01 TYPICAL PAVEMENT MARKINGS
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